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Stainless Steel – Material, Surface 
Condition & Liability Disclaimer
Stainless steel is corrosion resistant but not corrosion proof. Where stainless steel is 
supplied in a bare, uncoated condition, the surface may exhibit tea staining, surface 
discolouration, or corrosion as a result of environmental exposure or contamination 
occurring at any stage following supply.

Potential contributing factors include, but are not limited to: exposure to chlorides, salts, 
or aggressive chemicals; contact with carbon steel or ferrous particles arising 
from tools, fixings, cutting or grinding operations; atmospheric pollution or industrial 
fallout; moisture retention, condensation, standing water, or inadequate drainage; 
installation in sheltered or aggressive environments; and inappropriate cleaning or 
lack of routine maintenance.

The majority of material supplied is EU sourced, with some material supplied to EU 
standards from non-EU origins. All materials are supplied in accordance with the 
specified grade and relevant standards. All materials are fully traceable, and material 
test certificates are available at additional cost upon request.

Surface discolouration, tea staining, or corrosion arising from the above factors shall 
be deemed environmental or service-related and shall not constitute a defect in 
material or workmanship. No liability is accepted for the appearance, performance, 
or durability of bare stainless steel where environmental conditions, handling, installation 
methods, or maintenance fall outside the supplier’s control. Responsibility for the selection 
and suitability of material grade and finish for the intended environment rests with the 
purchaser unless expressly agreed otherwise in writing.


